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● Adhesion by age-resistant, solvent-and plasticizer-free acrylic – waterproof.
● Exterior windtight and waterproof connections of SOLITEX membranes and other 

weather resistant barriers to each other and to solid substrates

Use to join overlaps between Pro Clima  roof and wall membranes both interior and exterior. 
Create durable double-sided airtight connections between intelligent vapor membranes, 
aluminum foils, plywood, OSB, wood, hard plastics, steel and metal studs.
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Dimensions 1”  x 65’ 6” (25mm x 20m)

Adhesive Durable Pro Clima PSA adhesive

Backing silicone-coated PE film

Color transparent

Release paper Siliconized release paper

Reinforcement Threaded plastic

Application temperature Above 14° F (-10° C)

Permanent temperature 
resistance

From -40° F to +194° F (-40° C to +90° C)

Storage Cool and dry
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Adhesive bonds should not be subjected to tensile strain. Once membranes have been 
stuck, the weight of the insulation material must be supported by battens or other structural 
members. Adhesion should be supported by additional battens, if necessary. Press firmly 
and apply with the PRESSFIX application tool to secure the adhesive tapes in place. Ensure 
that there is sufficient resistance pressure. Windproof, airtight or rainproof bonding can only 
be achieved on membranes that have been laid without folds or creases.
Ventilate continuously and systematically to prevent build-up of excessive humidity, using a 
fan if necessary.

Adhesive tape for exterior wind and waterproof connections. Adhere to Pro Clima 
membranes (the entire SOLITEX family of membranes or INTELLO X) or other WRB and roof 
underlayments. Bonding and adhesion is possible on planed and painted wood, high density 
plastic or metal (e.g. pipes, windows etc.), and hardboard (chipboard, OSB and veneers). 
Prep wood fiber insulation boards and other unstable substrates (concrete, brick, and 
splintering/oily OSB) with TESCON Primer RP before taping them. When in doubt, always 
perform an adhesion test to ensure best results. 


